
 

 

Technical Raider 
Shirono Ballon 

 
Contact 
 

Producer Ryunosuke Yamazumi ryunosukeyamazumi@hotmail.com 418-261-7863 

Stage 
Manager 

Andréanne Lafleur Caouette andreanne_lafleur_caouette@hotmail.com 418-456-3844 

 
 
It is also possible to adapt the lighting plan based on the stage space. 
Team:  

Circus artists 2 

Tech (Stage manager) 1 

 
 
Ideal stage requirement: 
 

Width (playing area) 30 feet or 9,15 meters 

Depth (playing area) 25 feet or 7,62 meters 

Height (playing area) 15 feet under the fly bars (4,6 meters) 

Stage side (stage left and 
right) 

8 feet of each side (2,4 meters) 

Backstage (passage) 3,5 feet behind the curtain (1 meter) 

 
 
Stage Specifics  
Proscenium stage with a black backdrop curtain  
Flat black floor  
4 prop tables are required backstage, 2 on each side  
Low blue light is always required backstage, including during the performance 
 
Load-in Schedule – Local Crew  
8 hours with 3 technicians + touring crew  
Set construction by local crew (minimum 2 technicians) and touring crew: 4h  
Lighting installation and focus by local crew and our stage manager: 4h 
 
Rehearsal & Performance  
One rehearsal is required after the setup: 2h  
Call time is 1 hour before doors open  
The show is operated entirely by our stage manager.  
Only one local technician is needed during the show to assist in case of technical issues. 
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Load-out Schedule  
Local Crew Set strike by local crew (minimum 2 technicians) and touring crew: 1h  
Lighting strike by local crew: 2h, depending on what must absolutely be taken down. 
 
Dressing Rooms  
One dressing room accommodating 3 people is required. 
Must include: mirrors, costume racks, bathroom with shower, and towels for 2 people.  
A fridge or mini fridge is appreciated. 
The presenter must provide either a water station or bottled water. 
 
Parking  
The team travels with 2 vehicles, including 1 truck carrying the set. 
The venue must accommodate both vehicles, with overnight parking for the truck if the show runs for multiple 
days. 
 
Lighting  
The adapted lighting plan can be sent in advance within your venue’s regular timelines. 
The venue must provide house plans so we can adapt the lighting plan accordingly. 
 
The venue must provide the following equipment:  
Lighting consoles programmable with cues, with screen  
Haze machine controllable from the booth  
Circuits to plug in all fixtures individually  
 
Fixtures: 

• 9 × 36° Lekos (FOH) or equivalent (traditional and/or LED) 
• 3 × 2K Fresnels (FOH) or equivalent (LED) 
• 16 × 19° or 36° Lekos or equivalent (traditional and/or LED) (Grid) 
• 12 × 1K Fresnels or RGBW PAR LEDs (Grid) 
• 12 × RGBW PAR LEDs (Floor) 
• 12 × 19° Lekos or equivalent OR small LED Fresnels with barn doors (Booms) 
• 6 × 8 to 10-foot booms 
• 6 × floor base plates 
• 13 × barn doors if Fresnels are used 

 
Sound 

• Full house PA system 
• 2 onstage monitors 
• 1 analog or digital console (if digital, please provide a technician for initial setup) 
• Minimum 8 available input channels 
• 2 DI boxes on stage, stage left (for piano-loop-voice module) + power supply 
• 2 × 1/8" jack inputs 

 
Note: 
The lighting and sound consoles must be positioned so that our stage manager can operate them comfortably. 
If this is not possible, we request that a venue technician be assigned to operate either console under the 
direction of our stage manager. 
 
 



 

 

 
 
 

 


